
EPIFLEX
Flexibilised Non Shrink Epoxy Resin
Transition & Nosing Mortar 
For Ironwork in Slabs & Carriageways

Description 
EPIFLEX cold applied transition mortar,  
characterised by inbuilt flexibility and 
ability to withstand extreme traffic loading. 
Waterproof and fuel resistant, with excellent 
adhesion to porous and non-porous  
materials. Absorbs and distributes dynamic 
stress loading evenly between asphalt,  
metal and concrete. May be used with  
Confil Bedding Mortar rapid set resin  
bedding mortar when setting manhole  
covers and channel drains on.

For more information call +44(0)191 416 8360 or visit www.nufins.com

When installed correctly, Nufins’ innovative 
solution to collapsed manhole covers and 
channel drains provides zero maintenance 
for 20 years!

Standard Compliance 
EN1504-3 Concrete Repair

System Benefits 
 
• �Resin rich; no primer required
• �Tolerant to damp installation  

conditions
• �Pour applied; self-compacting &  

void free
• �Excellent adhesion to concrete, stone, 

asphalt and metal
• �Chemical resistant; resistant to frost, 

road salts and fuel oil
• �Extremely low Modulus of Elasticity  

in flexure
• �Waterproof; ideal for mezzanine decks

Applications 
  
• �Car park and bridge joint transition 

strips 
• �Filling slots and joints in concrete,  

stone and granite elements
• �Highways, car park decks, airfields  

& port facilities
• �Production areas and distribution  

yards

Product Focus

Traffic  
Resistance


